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66040

4 Ton Capacity • Pump with 6’ Hose
• Ram, 4-3/4” Stroke
• ½ Ton Spreader
• Ram Toe
• Plunger Toe
• Wedge Head
• V-Base
• Male Connector
• Serrated Saddle
• Rubber Head
• Base
• Extension Tubes, 3-1/4”
  5”, 8-1/2”, 16-1/2” & 19-1/2”
• Carrying Case

Ideal for applications of pushing, spreading, 
and clamping of vehiclebody collision repair 
and other industrial use

Packaged in a durable blow molded case 
for storage. Model 66100 case with wheels 
for easy movement

Model Capacity Output
Pressure

Ram
Minimum Stroke Oil Capacity

Cubic inch G.W.

66040 4 Ton 8,200 Psi 10-1/2” 4-3/4” 21.5 42.9 Lbs.
66100 10 Ton 9,100 Psi 13-13/16” 6” 33.5 80.3 Lbs.

Max. Operating
Pressure

10,000 Psi 103 cu.in 97.6 cu.in 90-175 PSI 14 Lbs

Reservoir
Capacity

Usable Oil 
Volume

Input Air
Pressure

shipping 
Weight

66100

10 Ton Capacity

66103

Air Pump 10,000 PSI

• Pump with 6’ Hose
• Ram, 5-15/16” Stroke
• ½ Ton Spreader
• Ram Toe
• Plunger Toe
• Wedge Head
• V-Base
• Male Connector
• Serrated Saddle
• Rubber Head
• Base
• Extension Tubes, 4-5/16”
  10”, 18” & 26-3/4”
• Carrying Case with wheels


